
Methodology

Stock With aftercooler tank

After Supercharger - Airbox Temperature - After Supercharger - Airbox Temperature

Example 140 - 90 - 130 - 90 = 10

Average Temperature Difference 

0 10 20 30 40 50 60 70 80 90 100 110 mph

30 31 5 -8 3 4 5 3 9 8 10

50 25 7 -6 7 7 4 4 2 6 7

70 13 9 11 14 18 7 2 5 6 13

90 7 8 3 1 17 3 10 6 1

110 9 10 4 3 12 10 9 8

130 18 11 18 3 1

150 2 14 17

170 1 14 7 6 6

190 7 13 10 12 8

210 3 11 6 10
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Temperature was measured before and after the supercharger. This temperature difference delta T is a good measure of the heat 

exchangers effectiveness. This was compared before and after the aftercooler tank install. 



Max Temperature Difference

0 10 20 30 40 50 60 70 80 90 100 110 mph

30 31 13 8 5 3 10 1 5 6 13

50 0 2 3 5 3 10 1 10 8 13

70 4 3 3 3 3 11 3 11 6 13

90 0 2 -2 -13 14 11 4 10 6

110 0 -5 -1 10 4 6 9 13

130 10 16 -1 7

150 -13 16 21

170 -10 16 6 10 8

190 7 11 5 7 13

210 10 10 8 13
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Min Temperature Difference

 

0 10 20 30 40 50 60 70 80 90 100 110 mph

30 31 4 3 4 12 19 14 13 9 3

50 9 5 12 21 12 9 11 2

70 6 6 23 24 19 11 9 9 13

90 7 28 10 21 18 11 7 -3

110 7 15 11 17 23 18 9 4

130 10 15 25 7 -3

150 10 7 13

170 9 19 17 1 4

190 7 9 18 15 4

210 4 13 1 4
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