
Engine Info: Cam Info
Displacement 7.0 L

Stroke 4 in Specs 226 / 246  114 + 0

Rod Length 6.067 in

H Gasket Thick 0.051 in Lift 0.6052    0.6154

Out of hole 0.005 in

Rocker R 1.8 :1

Valve Angle 15 d

Lobe Separation 114 d

Advance d

Bore Size 4.125 in

Ideal Compression R 11 :1

Head Chamber Volume 70.4 ~cc

Stock Head Piston to Valve Clearance Valve Events
Intake 0.098 in .@ 0.05 .@ 0.006

Exhaust 0.058 in EVO 57 83

EVC -9 -35

Assumed Valve Drop Stock Heads IVO 1 -25

IVC 47 73

Intake 0.150 in Overlap 8 60

Exhaust 0.170 in ICL 114

ECL 114



Fitted Lobe vs Closest P2V

-0.05

0

0.05

0.1

0.15

0.2

0.25

0.3

50 60 70 80 90 100 110 120 130 140 150

Degrees from Lobe Center (Crank Angle)

L
o

b
e
 L

if
t 

(i
n

c
h

e
s
)

Lobe Data E

Closest P2V E

Fitted Lobe E

Lobe Data I

Closest P2V I

Fitted Lobe I


